
Features

Specifi cation

IR CamerasZTI600V
True Day & Night IR Cameras 

Color : 620TVL  B/W : 700TVL• 
D - WDR• 
DPC (Dead Pixel Compensation)• 

• BLC (Back Light Compensation)
LSC (Lens Shading Compensation)• 

• Parking Line
Smart IR• 

Motion Detection• 
Privacy Mask• 
Mirror
20 IR LED’s• 

• 

www.innekt.com

  Pick Up Element 1/3" Sony Super HAD II CCD

  D.S.P Sony Super HAD II

  Picture Elememt PAL : 752 (H) x 582 (V)

 Horizontal Frequency PAL : 15.625 KHz

  Vertical Frequency PAL : 50 Hz

  Synchronization Internal

  Scanning System 2 : 1 Interlace

  Resolution Color : 620 TVL, B/W 700 TVL

  Minimum Illumination 0.05 Lux @ F1.2

  S/N Ration More than 50 dB (AGC Off,Weight ON)

  White Balance ATW1 / ATW2 / AWCSET / Manual

  Backlight Compensation BLC / HLC / OFF

  Gain Control LOW / MIDDLE / HIGH / OFF

  DNR ON / OFF (2DNR)

  Electronic Shutter PAL: 1/50 sec. ~ 1/100,000 sec.

  IR LED 20 IR LED’s

  Lens 2.8 - 12 mm

  Video Output 1.0 Vp-p Composite ; 75 Ohms (BNC Connector)

  Operation temp / humidity  -10 ~ 50 °C / 30% to 80% RH

  Preservation temp/Humidity  -20 ~ 60 °C / 20% to 90% RH

  Weight 450g

  Dimension 122(W) x 80.8(H) x 83.5(L)mm


